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The special conditions at sea mean that safety is an 
incredibly important issue for ships. The aim is to prevent 
any danger to make sure everything runs smoothly on 
board. And the key safety issue for passenger ships is of 
course the people on board.

Ships are subject to a whole range of fire risks, which 
means fire protection on board has to be all the more ef-
fective. After all, in the event of a fire, it is not as easy to 
escape when at sea, and prompt fire-fighting assistance 
from outside cannot be counted on.

It is important that an emergency situation involving fire 
gets the right kind of assistance at the right time. In most 
cases, the emergency response is delayed either due to 
unavailability of a proper plan or accessibility problems. 
Keeping these issues in mind, an automatic fire extin-
guishing system is provided in all the sensitive areas of a 
ship. This self-activating automatic fire sprinkler system 
prevents the spread of fire and helps to keep the situation 
under control.

The sprinkler system consists of a network of sprinkler 
heads located at dedicated areas, which need extra  
protection. The system is generally fixed in accommoda-
tion areas and machinery spaces. The sprinkler heads in 
both these places are not the same, but have certain  
differences in the equipment used and the method of  
operation. The sprinkler head is the most important part  
of the whole emergency system.

Construction and Working of Sprinkler Head

The sprinkler heads, especially in the accommodation 
areas can do both things – detect and extinguish fire. The 
sprinkler head is covered by a glass bulb, which contains 
an expandable liquid. A deflector plate is attached at the 
end of the bulb, which helps to spray the water over a 
large area. In the event of a fire, the heat causes the liquid 
inside the bulb to expand, which shatters the bulb, allow-
ing the water to flow from the sprinkler head.

The water is supplied to all the sprinkler heads by means 
of a tank pressurized with compressed air. The water  
in the pipes is kept at a constant pressure. As soon as the 
sprinklers start operating the pressure in the pipe lines 
falls, a water pump starts automatically to provide a  
continuous supply of water. The sprinkler heads are  
initially provided with fresh water in order to prevent  
corrosion of the pipeline and the system.
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SPRINKLER SYSTEM

Arrangement

The complete installation is divided into sections  
consisting of up to 200 sprinkler heads each. All the  
sections have alarm valves, which provide both audible 
and visual signals when water flows through them. This 
helps in identifying which section of the ship is on fire. 
An automation system keeps track of all the sections 
and is located in the safety control room.

The system operates until the water supply is shut off 
manually.

Service and spare parts

Our service. We are happy to advise you regarding the 
supply of all spare parts, such as nozzles, rosettes, 
hoses, etc.


